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SOURCE WATER ASSESSMENT REPORT

February 26, 2003

State of 1daho
Department of Environmental Quality

Disclaimer: This publication has been developed as part of an informational service for the source water assessments of public water
systemsin Idaho and is based on the data available at the time and the professional judgement of the staff. Although reasonable efforts have
been made to present accurate information, no guarantees, including expressed or implied warranties of any kind, are made with respect to
this publication by the state of 1daho or any of its agencies, employees, or agents, who also assume no legal responsibility for the accuracy
of presentations, comments, or other information in this publication. The assessment is subject to modification if new datais produced.



Executive Summary

Under the Safe Drinking Water Act Amendments of 1996, al states are required by the U.S. Environmental
Protection Agency to assess every source of public drinking water for its relative sengtivity to contaminants
regulated by the act. Thisrisk assessment is based on aland use inventory in the well recharge zone,
sengitivity factors associated with how the well was congtructed, and aquifer characterigtics.

This report, Source Water Assessment for the Clarkia Water and Sewer District, describes the public
drinking water well; the well recharge zone and potential contaminant Sites located inside the recharge zone
boundaries. This assessment, taken into account with loca knowledge and concerns, should be used as a
planning tool to develop and implement appropriate protection measures for this public water sysem. The
resultsshould not be used as an absolute measure of risk and they should not be used to undermine
public confidence in the water system.

A singlewell adjacent to the West Fork of the St Maries River supplies drinking water for the Clarkia Water
and Sewer Didrict. Thewater system serves aresidential population of 75 people in an unincorporated town
about 35 miles southeast of St. Maries Idaho. The well was drilled in 1994 to replace two substandard
sources. A ground water susceptibility andysis DEQ conducted January 9, 2003 ranked the well highly
susceptible to microbia contamination becauseit is only 30 feet from the river. The well's susceptibility to
chemicd contamination is moderate. Risk factors related to loca geology added the most points to the fina
susceptibility scores.

This assessment should be used as abasis for determining appropriate new protection measures or re-
evauating exigting protection efforts. No matter what ranking a source receives, protection is dways
important. Whether the source is currently located in a“pristing” areaor an areawith numerous industria
and/or agricultura land uses that require education and surveillance, the way to ensure good weter quality in
the future is to act now to protect valuable water supply resources.

Continuing to maintain the wellhead and surface sedl in compliance with the Idaho Rules for Public Drinking
Water Systemsis probably the most important drinking water protection available to Clarkia Water and
Sewer Didrict. Thedigrict should form ground water protection partnerships with landownersin the recharge
zone, and help them assess business household or agriculturd activities for their potentid impact on water
quality. The district needsto apply for awaiver from the requirement for a 50-foot radius well lot, and needs
to develop a cross connection control ordinance

Due to the time involved with the movement of ground water, source water protection activities should be
amed a long-term management strategies even though these strategies may not yield resultsin the near term.
For assistance in developing protection strategies, please contact your regiona Department of Environmentd
Qudity office or the Idaho Rural Water Association.
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SOURCE WATER ASSESSMENT FOR CLARKIA WATER AND SEWER DISTRICT

Section 1. Introduction - Basisfor Assessment

The following sections contain information necessary for understanding how and why this assessment was
conducted. It isimportant to review thisinformation to under stand what the ranking of this source
means. A map showing the delineated source water assessment area and an inventory of significant potentia
sources of contamination identified within that area are included. The ground water Susceptibility Analyss
Worksheet used to develop this assessment is attached.

L evel of Accuracy and Purpose of the Assessment

The 1daho Department of Environmental Qudity (DEQ) isrequired by the U.S. Environmenta Protection
Agency (EPA) to assess every public drinking water source in Idaho for its relative susceptibility to
contaminants regulated by the Safe Drinking Water Act. These assessments are based on aland use inventory
ingde the ddineated recharge zones, sengitivity factors associated with how the well is constructed, and

aquifer characteristics. The state must complete more than 2900 assessments by May of 2003. Because
resources and the time available to accomplish assessments are limited, an in-depth, Ste-specific investigation
for every public water system is not possible.

Theresults of the sour ce water assessment should not be used as an absolute measure of risk and
they should not be used to under mine public confidencein the water system. The ultimate god of this
assessment isto provide datato loca communities for developing a protection strategy for their drinking water
supply. The Idaho Department of Environmenta Quality recognizes that pollution prevention activities
generdly require less time and money to implement than treating a public water supply system onceiit has been
contaminated. DEQ encourages communities to balance resource protection with economic growth and
development. The decision as to the amount and types of information necessary to develop a source water
protection program should be determined by the loca community based on its own needs and limitations.
Welhead or source water protection is one facet of acomprehensive growth plan, and it can complement
ongoing loca planning efforts.

05/14/03 3



Figure 1. Geographic Location of Clarkia
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Section 2. Preparing for the Assessment

Defining the Zones of Contribution - Delineation

The delinestion process establishes the physical area around awdl that will become the focal point of the
assessment. The process includes mapping the boundaries of the well recharge areainto time of travel zones
indicating the number of years necessary for a particle of water flowing through the aguifer to reach awell. The
ground water flow modd used data DEQ assmilated from avariety of sourcesincluding loca well logs and
pumping volume estimates for the Clarkia Water and Sewer Didtrict well.

Clarkia Water and Sewer Didtrict operates a community water system with 33 connections serving a
population of 75 year round residentsin the unincorporated town of Clarkia about 35 miles southeast of St
Maries (Figure 1). The population increases to about 200 during the summer. The wdll is 130 feet degp and
produced 80 to 100 gdlons per minute during a 24-hour air test at the time of drilling.

With no surrounding well logs to congtrain the direction or gradient of the ground weter, afixed radius
delineation was calculated for the Clarkia Water and Sewer Didtrict well. The caculated fixed-radius method
smplifiesthe delineation of 3-, 6-, and 10-year time-of-travel boundaries (i.e., capture zones) for Idaho’ s five
generdized aquifer types. The radius for each time-of-travel boundary is determined for each generalized
aquifer type by referencing pumping rate tables presented in Appendix E of the Idaho Source Water
Assessment Plan (IDEQ, 1999), and adjusting them if additional information is available.

Wl log formation for the Clarkiawdl indicated a producing thickness of 20 feet with a porosity vaue of
0.10. Cdculations resulted in circles of radius 890 feet, 1250 feet, and 1620 feet for the 3-year, 6-year, and
10-year time of travels, respectively (Figure 2).

I dentifying Potential Sour ces of Contamination

The god of the inventory processisto locate and describe those facilities, land uses, and environmentd
conditions that are potential sources of ground water contamination. Inventoriesfor al public water sysemsin
Idaho were conducted in two-phases. The firgt phase involved identifying and documenting potential
contaminant sources within a system's source water assessment area through the use of computer databases
and Geographic Information System maps devel oped by DEQ. Maps showing the delineations and tables
summarizing the results of the database search were then sent to system operators for review and correction
during the second or enhanced phase of the inventory process. Whesat Kruger completed the enhanced
inventory for Clarkia Water and Sewer Didtrict. Information from the public water system file was dso
incorporated into the potentia contaminant/land use inventory.

Figure 2, Clarkia Water and Sewer District Delineation and Potential Contaminant Inventory on page 7
of this report shows the location of the Clarkia Water and Sewer Didtrict well, the zone of contribution DEQ
delinested for it, and potentia contaminant Sitesin the vicinity. Many potential sources of contamination are
regulated &t the federd level, state level, or both to reduce the risk of release. When a business, facility, or
property isidentified as a potential contaminant source, this should not be interpreted to mean that this
business, facility, or property isin violation of any local, state, or federd environmentd law or regulation.

What it does mean is that the potentia for contamination exists due to the nature of the business, industry, or
operation.
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Section 3. Susceptibility Analysis

The susceptibility to contamination of al ground water sources in Idaho is being assessed on the following
factors.

physica integrity of the well,

hydrologic characterigtics,

land use characterigtics, and potentialy significant contaminant sources
historic water qudity

The susceptibility rankings are specific to a particular potentia contaminant or category of contaminants. A
high susceptibility reting relative to one potential contaminant does not mean that the water systemis at the
samerisk for dl other potentid contaminants. The rlative ranking thet is derived for each well isaqudlitetive,
screening-level step that, in many cases, uses generaized assumptions and best professond judgement. The
following summaries describe the rationde for the susceptibility ranking. The Susceptibility Analysis
Worksheet for the Clarkia Water and Sewer Didtrict well, Attachment A, showsin detail how the well was
scored.

Wedl Construction

Wl congruction directly affects the ability of the wellsto protect the aquifer from contaminants. Lower
scores imply awell that can better protect the water. This portion of the susceptibility andysis relies on
information from individua well logs and from the most recent sanitary survey of the public water sysem. The
Clarkia Water and Sewer Didrict wel log ison file with DEQ. When the water system was ingpected in
November 2000 it appeared to be well run and in substantia compliance with the Idaho Rules for Public
Water Systems No deficiencies in the wellhead and surface sedl maintenance were noted during the survey.

The Clarkia Water and Sewer Digtrict well was drilled in 1994 to replace a substandard well and creek
source. Thewdl is 130 feet deep with 0.25 gauge stedl casing to adepth of 111 feet. The bottom 19 feet of
thewell are free sanding in shae. The wdll has a 42-foot deep concrete surface sedl that penetrates a
confining layer of st lying from 20 to 42 feet below land surface. The well isnot screened. Water gpparently
produced from the shae stratum enters through the bottom of the casing. When the well was developed, the
datic water level was 7 feet below ground. At times artesian pressure reportedly raises the water to the
surface.

Thewdl islocated only 30 feet from the West Fork of the St. Maries River and isin the floodplain. The

required separation distance between public drinking water wells and surface water is 50 feet (IDAPA
16.01.08).
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Figure 2. Clarkia Water & Sewer District Delneation and Potential Contaminarnt Trveniory,
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Hydrologic Sensitivity

Hydrologic sengtivity scores reflect naturd geologic conditions at the well Site and in the recharge zone.
Information for this part of the analysisis derived from individua well logs and from the soil drainage
classfication indde the delineation boundaries. The Clarkia Water and Sewer Didtrict well scored 5 points out
of 6 points possble in the hydrologic sengtivity portion of the susceptibility analyss.

Soilsin the recharge zone generdly are moderately well drained. With the exception of 6 feet of clay at the
surface, and abed of st from 20 to 42 feet, the soil column above the water table is composed of permeable
gravel, sand and broken shale. The well log notes the presence of significant amounts of petrified wood from
42 to 67 feet below the surface.

Potential Contaminant Sources and L and Use

Figure 2, Clarkia Water and Sewer District Delineation and Potential Contaminant Inventory on page 7
shows the location of the Clarkia Water and Sewer Digtrict well, and the calculated fixed radius recharge zone
boundaries. Thewdll isabout 30 feet east of the river, a potential source of microbia contaminants. IDAPA
16.01.08 specifies aminimum 50-foot separation distance between wells and surface water.  The outfal for
the septic tank effluent filtration beds about 450 feet east of the well isjust upstream from the well location.
Potentid contaminant sites identified insde the ddlineated areaiinclude alog yard, pasture, septic tank effluent
filtration beds, and bulk fue pumping facilities. In the susceptibility andyss Stes closest to the well are scored
more heavily than Stes further away.

Historic Water Quality

The Clarkia Water and Sewer Didrict well has agood water qudity history. The digtrict conducted
microscopic particulate andysesin April and October 2001. Scores for both tests were O, indicating low risk
for direct surface water influence. In the past 4 yearstests for total coliform were negative every month
except March 1998 and October 2000. Bacterid growth in the reservoir due to low water demand during the
winter months was likdliest cause of the problem. Chemica sampling results for Clarkia Water and Sewer
Didrict are summarized on the table below.
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Tablel. Clarkia Water and Sewer District Chemical Sampling Results

Primary |0C Contaminants (Mandatory Tests)

Contaminant| MCL | Results Dates Contaminant [ MCL | Results Dates
(mg/l) | (mgll) (mg/l) | (mg/l)
Antimony [0.006 [ND 10/4/94 through Nitrate 10 ND 10/4/94 through
12/18/01 12/18/01
Arsenic 001 |ND 10/4/94 through Nickel N/A  [ND 10/4/94 through
12/18/01 12/18/01
Barium 20 NDto [10/4/94 through Selenium 005 |ND 10/4/94 through
0.011 12/18/01 12/18/01
Beryllium 0004 |ND 10/4/94 through Sodium N/A |16 TO |10/4/94 through
12/18/01 22 12/18/01
Cadmium |0.005 |ND 10/4/94 through Thalium 0.002 [ND 10/4/94 through
12/18/01 12/18/01
Chromium |01 ND 10/4/94 through Cyanide 002 |ND 10/4/94
12/18/01
Mercury 0.002 |ND 10/4/94 through Fluoride 40 05TO |10/4/94 through
12/18/01 36 12/18/01
Secondary and Other |OC Contaminants (Optional Tests)
Contaminant Recommended Results (mg/l) Dates
Maximum (mg/l)
Manganese 0.04 1/18/95
Iron 0.28 1/18/95
Regulated and Unregulated Synthetic Organic Chemicals
Contaminant Results Dates

29 Regulated and 13 Unregulated Synthetic
Organic Compounds

None Detected Except

AsListed Below

10/4/94, 12/19/01

Regulated and Unregulated Volatile Organic Chemicals

Contaminant

Results

Dates

21 Regulated And 16 Unregulated Volatile Organic

Compounds

None Detected

10/4/94, 12/14/98

Radiological Contaminants

Contaminant

MCL

Results

Dates

Gross Alpha, Including Ra& U

15 pCJl

0.5t0 1.3 pC/l

9/27/94 through 11/22/99

Gross Beta Particl

e Activity

4 mrem/year

1.8t0 2.3 mrem

9/27/94 through 11/22/99

Final Susceptibility Ranking

The ClarkiaWater and Sewer Didrict well automaticaly ranked highly susceptible to microbia contamination
dueto itsflood plain location 30 feet from the West Fork of the St Maries River. Susceptibility to other
classes of regulated contaminantsis moderate.  Risk factors related to loca geology added the most pointsto
the final susceptibility scores. Tota scores for system congtruction and hydrologic sengtivity along with the
cumulative scores for land use and potentid contaminant Sites are shown on Table 2. The complete
Susceptibility Andysis Worksheet for the Clarkia Water and Sewer Didrict well are found in Attachment A.
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The find scoresfor the susceptibility andyss were determined using the following formulas:
VOC/SOC/IOC Fina Score = Hydrologic Sengtivity + System Construction + (PCl & Land Use x 0.2)
Microbia Final Score = Hydrologic Sengtivity + System Congtruction + (PCl & Land Use x 0.35)

Thefind ranking categories are asfollows:
0-5 Low Susceptibility
6-12 Moderate Susceptibility
> 13 High Susceptibility

Table2. Summary of Clarkia Water and Sewer District Susceptibility Evaluation

Cumulative Susceptibility Scores
Well Name System Hydrologic Contaminant Inventory _
Construction Sensitivity 10C VOC SOC Microbial
Well #1 2 5 10 10 9 *High
Final Susceptibility Score/Ranking
10C VOC SOC Microbial
Well #1 9/Moderate 9/Moderate 8/Moderate *High

IOC =inorganic chemical, VOC = volatile organic chemical, SOC = synthetic organic chemical
*High due to presence of surface water in sanitary setback zone.

Section 4. Optionsfor Source Water Protection

The susceptibility assessment should be used as a basis for determining appropriate new protection measures
or re-evauating existing protection efforts. No matter what the susceptibility ranking a source receives,
protection is dways important. Whether the source is currently located in a“pristing’” area or an areawith
numerous indugtrial and/or agricultura land uses that require education and survelllance, the way to ensure
good water quality in the future is to act now to protect vauable water supply resources.

Results of microscopic particulate analysesin April and October 2001 indicate that a hydraulic connection
between the Clarkiawd| and the West Fork isunlikely. Whileit is unfortunate that the well was drilled on a
floodplain when the system was recongtructed in 1994, the clay and siit stratain the soil column provide some
protection againg the verticd transport of contaminants from the surface to the ground water. Additiondly, the
well casing was extended so that itstop is two feet above the historic high water level. The November 2000
sanitary inspection report says the district needs to gpply for awaiver from the requirement for a 50-foot
radiuswell lot. A voluntary measure the district should consider is fencing the portion of the well lot under its
ownership to keep grazing cattle as far as possble from the well head. Continuing to maintain the well to
ensure the integrity of the wellhead and surface sedl is probably the most significant drinking water protection
tool available to Clarkia Water and Sewer Didtrict.

The digtrict should form ground water protection partnerships with neighboring landowners and businesses.
The Groundwater Foundation and the Environmental Protection Agency websites provide industry specific
guidance for water protection practices. Managing fud storage facilities, vehicle maintenance sSites, or
livestock and wildlife waste to prevent ground water contamination are pertinent topicsin the Clarkiawell
recharge area.
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Assistance

Public water suppliers and users may cal the following IDEQ offices with questions abouit this assessment and
to request assstance with developing and implementing alocal protection plan. In addition, draft protection
plans may be submitted to the IDEQ office for preliminary review and comments.

Coeur d'Alene Regiond DEQ Office (208) 769-1422
State IDEQ Office (208) 373-0502
Website: vww.deg. stateiid.us/water/waterl.htm |

Water suppliers serving fewer than 10,000 persons may contact Melinda Harper of the Idaho Rurd
Association (208)343-7001 for assistance with drinking water protection plans. [www.idahoruralwater.com
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Attachment A

ClarkiaWater and Sewer District
Susceptibility Analysis Worksheet
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Ground Water Susceptibility

Public Water System Name:

CLARKIA WATER AND SEWER DIST

Source:

WELL #1

Public Water System Number : 1400021 1/9/03 11:20:00 AM
1. System Construction SCORE
Drill Date 5/23/94
Driller Log Available YES
Sanitary Survey (if yes, indicate date of |last survey) YES 2000
Well meets IDWR construction standards NO 1
Wellhead and surface seal maintained YES 0
Casing and annular seal extend to or through low permeability unit YES 0
Highest production 100 feet below static water level YES 0
Well located outside the 100 year flood plain NO 1
Total System Construction Score 2
2. Hydrologic Sensitivity
Soils are moderately drained YES 1
Vadose zone composed of gravel, fractured rock or unknown YES 1
Depth to first water > 300 feet NO 1
Aquitard present with > 50 feet cumulative thickness NO 2
Total Hydrologic Score 5

10C vVOoC SOC Microbial
3. Potential Contaminant / Land Use-Near Well Score Score Score Score
Land Use Agricultural, Industrial, Municipal Service 1 1 1 1
Farm chemical use high NO 0 0 0
10C, VOC, SOC, or Microbial sourcesin Sanitary Setback YES. Well 30 feet from surface water NO NO NO YES
Total Potential Contaminant Source/Land Use Score Near Well 1 1 1 1
Potential Contaminant / Land Use-3YR TOT
Contaminant sources present (Number of Sources) YES. Log yard, fuel pumps, pasture, 2 2 1 1
(Score =# Sources X 2) 8 Points Maximum T e 4 4 2 2
Sources of Class |1 or |11 leacheable contaminants or Microbials YES 2 2 1
4 Points Maximum 2 2 1
3YRTOT contains or intercepts a Group 1 Area NO 0 0 0 0
Landuse3YRTOT Less Than 25% Agricultural Land 0 0 0 0
Total Potential Contaminant Source/ Land Use Score- 3 YR TOT 6 6 3 2
Potential Contaminant / Land Use-6 YR TOT
Contaminant Sources Present YES 2 2 2
Sources of Class |1 or |11 leacheable contaminants or Microbials YES 1 1 1
Land Use6 YRTOT Lessthan 25% Agricultural Land 0 0 0
Potential Contaminant Source/ Land Use Score- 6 YR TOT 3 3 3 0
Potential Contaminant / Land Use- 10 YR TOT
Contaminant Source Present NO 0 0 0
Sources of Class |1 or |11 leacheable contaminants or Microbials NO 0 0 0
Isthereirrigated agricultural lands that occupy > 50% of Zone NO 0 0 0
Total Potential Contaminant Source/ Land Use Score-10 YR TOT 0 0 0 0
Cumulative Potential Contaminant / Land Use Score 10 10 7 3
4. Final Susceptibility Source Score 9 9 8 8
5. Final Well Ranking Moderate  Moderate  Moderate *High

05/14/03
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POTENTIAL CONTAMINANT INVENTORY
List of Acronyms and Definitions

AST (Aboveground Storage Tanks) — Siteswith
aboveground storage tanks.

Business Mailing List — This list contains potential
contaminant sitesidentified through ayellow pages database
search of standard industry codes (SIC).

CERCLIS —Thisincludes sites considered for listing under
the Comprehensive Environmental Response Compensation
and Liability Act (CERCLA). CERCLA, more commonly
known as? Superfund? is designed to clean up hazardous
waste sites that are on the national priority list (NPL).

Cyanide Site — DEQ permitted and known historical
sites/facilities using cyanide.

Dairy — Sites included in the primary contaminant source
inventory represent those facilities regul ated by |daho State
Department of Agriculture (ISDA) and may range from afew
head to several thousand head of milking cows.

Deep Injection Well — Injection wells regulated under the
Idaho Department of Water Resources generally for the
disposal of stormwater runoff or agricultural field drainage.

Enhanced Inventory — Enhanced inventory locations are
potential contaminant source sites added by the water
system. These can include new sites not captured during the
primary contaminant inventory, or corrected locations for
sites not properly located during the primary contaminant
inventory. Enhanced inventory sites can also include
miscellaneous sites added by the Idaho Department of
Environmental Quality (DEQ) during the primary contaminant
inventory.

Floodplain — Thisis acoverage of the 100year floodplains.

Group 1 Sites — These are sites that show elevated levels of
contaminants and are not within the priority one areas.

Inorganic Priority Area— Priority one areas where greater
than 25% of the wells/springs show constituents higher than
primary standards or other health standards.

Landfill — Areas of open and closed municipal and non-
municipal landfills.

LUST (Leaking Underground Storage Tank) — Potential
contaminant source sites associated with leaking
underground storage tanks as regulated under RCRA.

Mines and Quarries —Mines and quarries permitted through
the Idaho Department of Lands.)

Nitrate Priority Area— Area where greater than 25% of
wells/springs show nitrate values above 5mg/l.

05/14/03

NPDES (National Pollutant Dischar ge Elimination System)
— Sites with NPDES permits. The Clean Water Act requires
that any discharge of a pollutant to waters of the United
States from a point source must be authorized by an NPDES
permit.

Oraganic Priority Areas — These are any areas where greater
than 25 % of wells/springs show levels greater than 1% of the
primary standard or other health standards.

Recharge Point — This includes active, proposed, and
possible recharge sites on the Snake River Plain.

RICRIS — Site regulated under Resource Conservation
Recovery Act (RCRA). RCRA iscommonly associated with
the cradle to grave management approach for generation,
storage, and disposal of hazardous wastes.

SARA Tier Il (Superfund Amendmentsand Reauthorization
Act Tier 11 Facilities) — These sites store certain types and
amounts of hazardous materials and must be identified under
the Community Right to Know Act.

Toxic Release Inventory (TRI) — Thetoxic release inventory
list was developed as part of the Emergency Planning and
Community Right to Know (Community Right to Know) Act
passed in 1986. The Community Right to Know Act requires
the reporting of any release of achemical found on the TRI
list.

UST (Underground Storage Tank) — Potential contaminant
source sites associated with underground storage tanks
regulated as regulated under RCRA.

Wastewater L and ApplicationsSites— These areareaswhere
the land application of municipal or industrial wastewater is
permitted by DEQ.

Wellheads — These are drinking water well locations
regulated under the Safe Drinking Water Act. They are not
treated as potential contaminant sources.

NOTE: Many of the potential contaminant sources were
located using a geocoding program where mailing addresses
are used to locate a facility. Field verification of potential
contaminant sourcesis an important element of an enhanced
inventory.

Where possible, alist of potential contaminant sites unable
to be located with geocoding will be provided to water
systemsto determineif the potential contaminant sources are
located within the source water assessment area.
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